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Features 

· Displays 3 particle sizes simultaneously (0.3, 0.5, 5.0 um) in cf or m3. 

· Built-in flow sensor (0.1 CFM +/- 10%). 

· Comes with AA size Ni-MH rechargeable batteries. 

· User can log up to 8,000 data and easy transmission to PC or Printer. 

· Ideally fit in your palm. 

Benefits
· Batteries can be altered with regular AA alkaline batteries. 

· Network capable up to 8 units using optional Windows software. 

· Easy to read display. 

	 
	Specifications 
Measuring Particle Size
0.3, 0.5, 5.0um
Light Source
Laser Diode
Counting Efficiency
Meets JIS B9921
Zero Count
Meets JIS B9921
Coincidence Loss
<5% @ 2,000,000 particles/cf
Flow Rate
0.1 cfm (2.83l/min)
Sampling Time
1 sec to 99 minutes 59 sec (1 sec increments)
Sampling Frequency
1 to 99 times or Continuous
Count Alarm
1 - 70,000,000 counts
Mode of Measurements
Single / Repeat / Continuous / Calculation / Remote / ISO <C4
Display
20 letters, 4 lines
Error
Max. concentration, Laser Power, Flow Rate and Battery
Interface
RS232C or RS485
Baud Rate
9600bps
Buffer Memory
8000 data (In CALC mode, 1 measurement is 4 data)
Power Supply
4 x AA NiMH battery or Alkaline, AC Adapter (100 - 240V)
Operating Hours
Approximately 3 hours (NiMH)
Dimensions
4.3(W) x 7.7(H) x 2.7(D) (108 x 196 x 68 mm)
Weight
1.5 lbs (680g)
Operating Conditions
50 - 95 F (10 - 35 C)
Accessories
AC Adapter,    4 x AA NiMH,    Battery Charger,    Operation Manual
Zero Filter,    Software,    Communication Cable
Options
Printer,    Printer Cable



日本加野麦克斯KANOMAX 3887激光粒子计数器--同时进行3通道测试（0.3、0.5、5.0μm）；加野麦克斯KANOMAX 3887激光粒子计数器计数报告符合GB/T16292-1996及ISO14644-1标准；日本加野麦克斯KANOMAX 3887激光粒子计数器内设延迟测试时间，可自行设定，避免人为干扰；KANOMAX 3887激光粒子计数器具有高效率的数据存储和记载能力（可存储500个数据）；加野麦克斯 3887激光粒子计数器可以设定的快捷键，一键测试，简单方便；KANOMAX 3887激光尘埃粒子计数器可存储8000个测试数据（（更多介绍。。。。）
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Features 

· Measures 5 particle sizes simultaneously (0.3, 0.5, 1.0, 3.0 and 5.0 um) in cf or m3, displaying 2 channels 

· Built-in flow sensor (0.1 CFM +/- 10%) 

· Temp./RH and Air Velocity probes available as an option 

· Capable of measuring up to 4 parameters in one instrument 

· Network capable up to 8 units using optional Windows software 

	 
	Specifications 
5 Size Channels:
0.3 um; 0.5 um; 1.0 um; 3.0 um; 5.0um
Flow Rate
0.1 cfm (2.83 l/min)
Light Source
Laser Diode
Calibration
PSL particles in air
Counting Efficiency
50% @ 0.3 um; 100% for particles > 0.45 um (per JIS B9921: 1997)
Zero Count
≤1 count / 5 minutes (per JIS B9921: 1997)
Coincidental Loss
<5% @ 2,000,000 particles/cf
Sampling Time
1 sec - 99 min 59 sec, 1 second increment
Sampling Frequency
1 - 99 or continuous
Count Modes
Single, Repeat, Continuous, Calculation and Remote
Display
20 letters, 4 line LCD
Interface
RS232C or RS485
Baud Rate
9600 bps
Buffer Memory
500 sample records
Power
AC Adapter
5VDC at 2.5A, 100 - 240VAC, 50 to 60 Hz
 Rechargeable
 Battery
4 x AA NiMH
3.5 hrs with 1600mAh batteries
Vacuum Source
Internal pump, flow controlled
Dimensions
4.5" x 2.8" x 8.5"  (115 mm x 70 mm x 211 mm)
Weight
2.2 lbs (1 kg)
Accessories
AC Adapter, Zero Filter
Options
Isokinetic Probe, Air Velocity Probe, Thermal Printer, 
Temperature/Relative Humidity Probe, Carrying Case 



日本加野激光粒子计数器:
KANOMAX 3886激光粒子计数仪--33800元
加野麦克斯KANOMAX 3886 激光粒子计数仪能同时测试粒子数、环境温度、相对湿度和风速；KANOMAX 3886激光尘埃粒子计数器可同时进行5通道测试（0.3 0.5 1.0 3.0 & 5.0μm），加野麦克斯KANOMAX 3886 激光尘埃粒子计数器测试报告符合FS-209E.ISO14644-1及国家相关标准，内设延迟测试时间，可自行设定，避免人为干扰 采样时间、采样次数、间隔时间可自行任意设置 （更多介绍。。。。）
	[KANOMAX 3887激光粒子计数器] [加野麦克斯/KANOMAX3887] 

	[KANOMAX 3886激光粒子计数仪] [加野麦克斯/3886] 

	[Fluke 983激光尘埃粒子计数器] [福禄克FLUKE/Fluke 983] 
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 上海 君达仪器仪表有限公司 电话：021-51692896 54480736 http://www.8617.cn 


